
Date :          ________________________    Produced by :   __________________________________ 
  
Approvals: ______________________________  __________________________________ 

 
Procedure for Installation of the Pipe side and Feed through side CRT modules in LArTF 

 

This document will define the steps we will take to install the CRT modules on the sides of the 

detector. This will not supersede the HA written for this process. 

 

The term “hidden module” refers to any module that has a final position that is out of easy reach. 

These modules are the ones that will be between the hall walls and the MicroBooNE tank and the 

innermost layer on the pipe side. 

 

The material requirements for this work to be executed are: 

 All modules and FEBs are available. 

 Load bearing channels and hangers are installed. 

 Vacuum lifting fixture is available, tested and cleared for operation. Incl. safety straps.  

 Hardware and clips for panel securing are available.  

 Temporary powering and readout laptop are ready for tests at LArTF. 

 CAT5 cables for hidden modules are available. Labeled. 

 LEMO cables for hidden modules are available. Labeled. 

 FEBended power cables for hidden modules are available. Labeled. 

 

Procedure 

1. Bring the proper panels into LArTF. Sort and identify the proper location for each panel.  

2. Install the panels lower retaining clips at the proper elevation. Prepare hardware for securing 

the top of each panel. 

3. Working from the inside layer of the feedthrough side first, select and lower the panels to 

installation level using the vacuum lifting fixture.  

4. The panels shall be flat during vertical transport and safety straps will be installed. 

5.  At lower level rotate panel to proper orientation and set into position into lower clips. 

6. Install upper clips and release vacuum fixture. 

7. Return fixture to stored panels. 

8. Install FEB. 

9. Temporary connection to laptop and power source. 

10. Perform panel viability test. 

11. If panel is hidden, connect data, timing and unpowered production power cables. These cables 

will be led away from the hidden area and tied off safely to the nearest visible vertical hanger 

with a ziptie for later connection. 

12. Roll panel by one panel width/length towards its final resting position. 

13. Repeat until layer is fully occupied. 

14. Install locking nuts to prevent panel movement. 





15. Repeat process until each layer is complete according to attached timescale. A given layer is 

completed in a day. But layers are not necessarily installed on consecutive days. 
 
Related Documents:  
Connection mapping 
Timeline 
Testing Procedure 

https://docs.google.com/spreadsheets/d/1TfJnYWfzkJFyHxiAZIFCfN4V_SzZur5E13YW7L9VW7E/edit?usp=sharing
https://docs.google.com/document/d/1NGbgEpYYHPRm58JaJT5vBbJsLPhQrby40j4JJZ6Lj7E/edit?usp=sharing
https://drive.google.com/file/d/0Bz_3hje6wOcTYnNad2xZY05jdk0/view?usp=sharing

